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CONSTRUCTION MANAGEMENT PLAN NOTES:

FILTER FABRIC ATTACHED,
FOLDED OVER, AND WIRE
LOOPED TO FENCE

FILTER FABRIC FOLDED OVER

MINIMUM 300 DEPTH OF 50
CRUSHER RUN LIMESTONE OR
75 ASPHALT ON MINIMUM
150 DEPTH OF CRUSHER

RUN LIMESTONE
TEMPORARY HDPE CULVERT
MIN. 5000 x 20m

(SIZE TO ACCOMMODATE
CATCHMENT AREA) IF REQUIRED

"TRUCK ENTRANCE” "
SIGN (TC=31R) /
JR— 150mm (6] PAGE WRE FENCNG
&

EXIST. DITCH ATTACHED TO POSTS

7.

o:>; v STEEL "TEE" BAR POSTS 50mm x 50mm x
1.6m LONG SPACED 2500mm 0.C. WITH TOP

EDGE OF EXISTING PAVEMENT

I SLT/SEDMENT CONTROL FENCE SHALL BE
| 200mm SPRAY PANTED FLORESCENT ORANGE INSTALLED WITH FILTER MEDIA FABRIC TOED

INTO THE SOL A MIN. OF 300mm BY EITHER

STATIC SLICING OR TRENCH METHODS WITH
COMPACTION OF TRENCH MATERIAL MEETING
95% STANDARD PROCTOR DENSITY.
LANDS BEYOND 2. STEEL 'T" BAR POSTS ARE TO BE SPACED
THE DEVELOPMENT MAX. 2500mm ON CENTER.
3. FROZEN GROUND CONDITIONS REQUIRE FILTER

PROPOSED

150m DEVELOPMENT f I‘

"TRUCK ENTRANCE”

SIGN (TC-31L) \

STEEL ‘T’ BAR POST FABRIC TO BE BACKFILLED IN TRENCH WITH

4. ALL DIMENSIONS ARE IN MLLIMETRES UNLESS
OTHERWISE SHOWN.

PAGE WIRE FENCE
OVERLAND FLOW 5. FILTER FABRIC TO BE 270R OR APPROVED
FASTEN FABRIC WITH EQUIVALENT. FABRIC TO BE FOLDED OVER
TE WRES

TOP OF FENCE MN. 300mm AND WIRE

]

|

|

| CLEAR STONE.
|

]

| FASTENED.

FILTER FABRIC

MN. 0.6m UNDISTURBED STRIP
~ : WITHIN PROPOSED DEVELOPMENT

NOTES
1. ALL DIMENSIONS ARE IN mm UNLESS OTHERWISE NOTED.

,
2. TEMPORARY “TRUCK ENTRANCE” SIGNS(TC-31) SHALL BE York Regwn Services
INSTALLED ON THE SHOULDER, 150M IN ADVANCE OF

COMPACTED NATIVE SOL
BACKFILL l
ISEE NOTE 3)

al L

Transportation | |  ~————-— =

= = ORIGINAL GROUND

600mm
MIN.
PROPERTY.

LINE

600mm

THE ACCESS (NOTE: SEE DETAILS ON USE OF THESE
SIGNS IN THE ONTARIO TRAFFIC MANUAL, BOOK 7) THE
APPLICANT WILL BE RESPONSIBLE FOR THE COST OF
OBTAINING, ERECTING AND MAINTAINING THESE SIGNS.

3. TEMPORARY CONSTRUCTION ACCESS SHALL BE
REMOVED FROM THE REGIONAL ROAD ALLOWANCE

MUD MAT FOR TEMPORARY

CONSTRUCTION ACCESS POST AND WIRE SEDIMENT CONTROL FENCE

NTS

AND ALL DISTURBED AREAS SHALL BE RESTORED

TO ORIGINAL OR BETTER CONDITION. MARCH 2015 | SCALE NTS.

REV. | X | X DS-217

l.
2.
3.

4.

5.

6.

7.

8.

9.

10. DUST CONTROL TO BE REMOVED DAILY, WATER TRUCK TO BE PROVIDED ON-SITE AND ALL HAUL ROADS / WORKING

SEDIMENT FENCE TO BE INSTALLED PRIOR TO ALL OTHER CONSTRUCTION ACTIVITIES ON SITE.
ALL INTERCEPTOR SWALES TO BE CONSTRUCTED PRIOR TO THE COMMENCEMENT OF EARTHWORKS OPERATIONS.

ALL DISTURBED AREAS AND STOCKPILES TO BE SEEDED IMMEDIATELY FOLLOWING COMPLETION OF EARTH-MOVING
ACTIVITIES.

CONTRACTOR TO MAINTAIN ALL SEDIMENT CONTROL DEVICES TO THE SATISFACTION OF THE TOWN OF
WHITCHURCH-STOUFFVILLE AND THE TORONTO AND REGION CONSERVATION AUTHORITY.

SILT FENCING TO BE INSPECTED WEEKLY AND AFTER EVERY RAINFALL EVENT. STRUCTURAL FAILURES (RIPS, TEARS,
ETC.) TO BE REPAIRED IMMEDIATELY. SEDIMENT TO BE REMOVED WHEN ACCUMULATION REACHES 50% OF THE HEIGHT

OF THE FENCE.

IN THE EVENT OF ANY SEDIMENT CONTROL FAILURE, ANY SEDIMENT RUNOFF OFF THE SITE SHOULD BE CLEANED UP

IMMEDIATELY.

THE EROSION AND SEDIMENT CONTROL (ESC) STRATEGIES OUTLINED ON THE PLANS ARE NOT STATIC AND MAY NEED

TO BE UPGRADED/AMENDED AS SITE CONDITIONS CHANGE TO PREVENT SEDIMENT RELEASES TO THE NATURAL
ENVIRONMENT.

THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING ALL EROSION 8 SEDIMENTATION CONTROL (ESC) MEASURES IN

WORKING CONDITIONS AT ALL TIMES TO THE SATISFACTION OF THE TOWN AND TRCA. THE CONTRACTOR SHALL

ROUTINELY INSPECT ALL EROSION AND SEDIMENT CONTROL DEVICES A MINIMUM OF ONCE A WEEK AND AFTER EACH
RAINFALL EVENT GREATER THAN IOmm TO ENSURE THAT ESC MEASURES ARE IN PROPER WORKING CONDITIONS. ANY

DAMAGES MUST BE REPAIRED WITHIN 24 HOURS.

CLEANING OF EXISTING ROAD AT SITE ACCESS SHALL BE DONE DAILY DURING CONSTRUCTION OR AS NECESSARY
THROUGH REGULAR INSPECTION OR AS DIRECTED BY THE ENGINEER.

AREAS TO BE SPRAYED WITH WATER AS REQUIRED TO ENSURE DUST IS CONTROLLED ON-SITE.

ALL WORKING HOURS AND NOISE REGULATIONS PER TOWN OF WHITCHURCH-STOUFFVILLE BY-LAW 20I9-092-RE WILL BE

FOLLOWED DURING ALL STAGES OF CONSTRUCTION OPERATIONS FOR THE PROPOSED SITE.
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